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BOTANICA PLANKS



SPECIFICATIONS

Collection Botanica Planks

Product Stone

Product Category Carpet Plank

Construction Multi-level Loop

Yarn/Fibre Solution Dyed Nylon & Nylon 6.0 

Pile Weight 1090g/m2 (32oz)

Pile Height 5.5mm

Gauge 1/10

Tile Size 250mm x 1000mm

Total Thickness 8.5mm

Total Weight 6.0kg/m2

Carton Size 4m2

PERFORMANCE

Dimensional Stability <0.15%

Backing Thermo Bak®

Electrostatic Propensity <3.0kv

Recommended Adhesive RLA Polymers GS300

Rating Commercial Extra Heavy Duty

Warranty 15 Year Limited 

Fire Rating ISO 9239.1 >5.3kw/m2 Critical Radiant Flux

Suitable all areas

Stain/Soil Ultra Gard

STONE

Our manufacturing process ensures no two planks are the same. 
Please note that there may be batch variations from different dye lots.
To ensure a perfect match of Stone and Moss, a minimum order of  
100m2 is required. 

CUSTOM OPTIONS

Thermo Bak® In stock

Flexi Bak® 100m2 minimum

Comfi Bak® 100m2 minimum

Shapes by Signature® 100m2 minimum

INSTALLATION METHODS

ASHLAR HERRINGBONEBASKETWEAVEBRICK

SUSTAINABILITY

GreenTag® GreenRate Level A

EPDs And Declare Labels

WELL & LBC Eligible

TECHNICAL DOCUMENTS

Technical Information Guide

Care and Maintenance Guide

Warranty Guide
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BONE FOG CLOUD STORM MIDNIGHT

https://www.signaturefloors.com.au/wp-content/uploads/COMMERCIAL/pdf/CARPET%20TILE/TECHNICAL%20INFORMATION/Carpet_Tiles_Technical_Information_Manual_Signature_Floors.pdf
https://www.signaturefloors.com.au/wp-content/uploads/COMMERCIAL/pdf/CARPET%20TILE/TECHNICAL%20INFORMATION/Carpet_Tiles_Planks_Shapes_Maintenance_-Guide_Signature_Floors.pdf
https://www.signaturefloors.com.au/wp-content/uploads/COMMERCIAL/pdf/CARPET%20TILE/TECHNICAL%20INFORMATION/Carpet-Tiles-Planks-Shapes_Separate_Warranty_Guide_Signature_Floors.pdf

